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DM2S1300 / 350gsm
Digital Wallcovering - Digimura 2.1 SMOOTH

Overview
Description

Luciously smooth with a non-reflective semi-matt finish and exceptional colour reproduction and line definition. The perfect
high-white finish for high-impact, sophisticated graphics, and photography and produces sharp images that will make an
impressive statement on any wall.

Features / Benefits

Enhanced colour reproduction
Fast drying times

Fabric backed

Scratch resistant

Washable

Easy to apply

Paste the wall — not the product

Applications

Art

Interior Design
Photographic
Retail

Wall Graphics

Properties

Total weight: 350gsm

PVC Weight: 290gsm

Substrate weight 60gsm

PVC Formulation non—woven polyester

Thickness 0.41mm

Tensile Strength

MD 4.6 Kgflcm

D 3.4 Kgf/lcm

Tear Strength

MD 4980 mN (average)

D 3040 mN (average)

Lightfastness BSEN20105 minimum grade 6

Fire Performance euro classification EN 13501-1:2007—- B — s2,d0 Download
Impact Resistance EN259 Pass

Available widths x lengths
e 1300mm x 30m


http://paper-graphics.com/en/products/all_ranges/c/21/art
http://paper-graphics.com/en/products/all_ranges/c/62/interior-design
http://paper-graphics.com/en/products/all_ranges/c/22/photographic
http://paper-graphics.com/en/products/all_ranges/c/32/retail
http://paper-graphics.com/en/products/all_ranges/c/87/wall-graphics
http://paper-graphics.com/PDF_Files/Fire_Certificates/Digimura-21-Fire-Cert.pdf



